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ONTEC C M1, M2, M2H 

ONTEC D M1, M2, M2H

ONTEC C C1, C1H, C1E 

ONTEC D C1, C1H, C1E 

ONTEC C S1, S1H 

ONTEC D S1, S1H

ONTEC C F1, F1H, F1E

ONTEC D F1, F1H, F1E

ONTEC C W1, W1H, W1E 

ONTEC D W1, W1H, W1E

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

cd / 1000 lm

C0 / C180

100

200

300

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

cd / 1000 lm

C0 / C180 C90 / C270

100

200

300

400

400

800

1200

1600

2000

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

cd / 1000 lm

C0 / C180 C90 / C270

400

800

1200

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

cd / 1000 lm

C0 / C180 C90 / C270

100

200

300

400

500

90°90°

180°

0° 30°30°

150°150°

60°

120°

60°

120°

cd / 1000 lm

C0 / C180 C90 / C270

min. 0,5 lux 

min. 1 lux 
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Wymiary [mm]

Dimensions [mm]
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Parametry techniczne

Technical parameters
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Fotometria 

Photometry

min. 1 lux 
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